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SOLAR POWER STATION 

Technical 
Specification 

Model KAH500-Li KAH1000-Li 

PHASE 1-phasein/1-phaseout 1-phasein/  1-phaseout 

RATEDPOWER 500W 1000W 

Dimension Lx W x H(mm) 320X240X370 380X265X365 

Net Weight (kg) 20kgs 18kgs 

INPUT 

Voltage 230VACor 12/24VDC 230VACor 12/24VDC 

Frequency Range 50Hz 50Hz 

Type of Inverter With Transformer High Frequency Transformer less 

OUTPUT 

 
 
AC OUTPUT 

AC Voltage Regulation (Battery Mode) 230VAC±5% 230VAC±5% 

Frequency 50Hz 50Hz 

Efficiency (Peak) >80% >90% 

Waveform Pure sine wave Pure sine wave 

BATTERY 

Battery Voltage 12.8VDC 12.8VDC 

Battery Type LiFePO4 Battery LiFePO4 Battery 

Battery Capacity 12.8V/ 90Ah-180AH 12.8V/ 90Ah-180AH 

Charge Voltage 14.6VDC 14.6VDC 

Overcharge Protection 16.0VDC 16.0VDC 

                                             SOLAR CHARGER & AC CHARGER 

Solar Controller Type MPPT MPPT 

Maximum PV Array Power 450W 500W 

      PV Array Open Circuit Voltage Range 12 – 17V  DC 15–80V DC 

      Max. PV Array Open Circuit Voltage 21VDC 102VDC 

Max. Solar Charge Current 30A 40A 

Max. AC Charge Current 15A 20A 

PROTECTION 

Overload Protection >110% load 5s@>150% load; 
10s@>105~150%load 

Output Short Circuit Shut down automatically. Shut down automatically. 

High AC Input Voltage Turnoff AC, transfer to inverter mode 
automatically. 

Turnoff AC, transfer to inverter 
mode automatically. 

 
Low Battery Voltage 

Shut down automatically. Once the 
AC input recover, inverter turns 
on and charges automatically. 

Shut down automatically. Once the 
AC input recover, inverter turns 
on and charges automatically. 

Over Temperature Shut down automatically. Shut down automatically. 

OPERATING ENVIRONMENT 

Operating Temperature 0°Cto50°C -10°Cto50°C 

Storage Temperature 0°Cto50°C -15°Cto60°C 

 

 


